Electrical Specifications

Model

Number

S7THS04

S7THS09

57HS13

57HS22

Connection

(Bipolar) Series
Unipolar
(Bipolar) Parallel
(Bipolar) Series
Unipolar
(Bipolar) Parallel
(Bipolar) Series
Unipolar
(Bipolar) Parallel
(Bipolar) Series

Unipolar

Motor
Length L
inch (mm)

1.61 (41)

2.13 (54)

2.99 (76)

3.19 (81)

Holding

Torque Oz-in

(Nm)
56.64 (0.4)
39.65 (0.28)
184.08 (1.3)
184.08 (1.3)
127.44 (0.9)
254.88 (1.8)
254.88 (1.8)
184.08 (1.3)
311.52 (2.2)
311.52 (22)
2124 (1.5)

Number of

Leads

Phase

Current

(Amps)
2.0
2.8
4.0
2.0
2.8
4.0
2.0
2.8
L7
2.8
4.0

Shaft Axial Play
Phase
Phase Inductance
Resistance

(Ohm) L

1.4+10% 1.4+20%
0.7£10% 0.35+20%
0.4+10% 1.2420%
1.6£10% 4.8+20%
0.8+10% 1.2+20%
0.5£10% 2.1+£20%
2.0£10% 8.4+20%
1.0+£10% 2.1+20%
0.4£10% 1.8+20%
1.6£10% 7.2+£20%
0.8+10% 1.8+20%

v

0.08 max.(450g-load)

Rotor Inertia

Oz-in-sec? (g.cm?)

0.001917 (135)

0.003692 (260)

0.006532 (460)

0.006816 (480)

Detent Torque
Oz-in (g.cm)

5.664 (408)

9.912 (714)

Weight Oz
(kg)

15.87 (0.45)

21.16 €0.6)

35.27 (1.0

40.57 (1.15)

* Above motors are our typical models, and if you need a customization motor, please contact us.

Mechanical Specifications (Unit=mm, 1 inch=25.4mm)
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Figure 1: Mechanical specification of S7THS04
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