86HS38

86HS35

86HS45

86HS85

Unipolar 3285723 43 0.55+10% 2+20%

Bipolar (Parallel) 651.36 (4.6) 6.0 0.3+10% 2.7+20%
Bipolar (Series) 3.58 (91D 651.36 (4.6) 8 3.0 1.2£10% 10.8+20% 0.01704 (1200) 11.2 (800) 91.71 (2.6)
Unipolar 467.28 (3.3) 43 0.6+10% 2.7£20%
Bipolar (Parallel) 495.6 (3.5) 4.0 0.7£10% 3.9+20%
Bipolar (Series) 2.56 (65) 495.6 (3.5) 8 2.0 2.8+10% 15.6+20% 0.0142 (1000) 11.2 (800) 59:978C1.70
Unipolar 318525(212) 2.8 1.4+10% 3.9+20%
Bipolar (Parallel) 637.2 (4.5) 6.0 0.375+10% 3.4+20%
Bipolar (Series) 3.13 (80) 637.2 (45) 8 3.0 1.5£10% 14+20% 0.01988 (1400) 18.2 (1300) (LAl (Ghe))
Unipolar 453.12 (3.2) 4.2 0.75+10% 3.4+20%
Bipolar (Parallel) 1203.6 (8.5) 6.8 0.45+10% 6+20%
Bipolar (Series) ~ 4.65 (118) 1203.6 (8.5) 8 34 1.8£10% 24+20% 0.03834 (2700) 35 (2500) 134.04 (3.8)
Unipolar 849.6 (6.0) 4.9 0.9+£10% 6+:20%

* Above motors are our typical models, and if you need a customization motor, please contact us.

Mechanical Specifications (Unit=mm, 1 inch=25.4mm)
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Figure 1: Mechanical specification of the 86HS24 Figure 2: Mechanical specification of the 86HS26
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