MM23001A-SPEC.0475 CALIBRATION GUIDE

90 VDC MOTORS

When using small motors (1/8
HP), clip and remove the top
resistor (R501, 0.01 Ohm)
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1HP
1750 RPM
10 AMP RATING

3/4 HP
1750 RPM
7.6 AMP RATING

1/2 HP
1750 RPM
5 AMP RATING

1/3HP
1750 RPM
3.5 AMP RATING
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TORQUE IR COMP

USING 0.05 OHM

FEEDBACK RESISTOR

Q)
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TORQUE IR COMP
I.!.I I.!.I
TORQUE IR COMP

1/4 HP
1750 RPM
2.7 AMP RATING

1/8 HP, 130 VDC
2500 RPM
1 AMP RATING

1/12 HP, 130 VDC
2500 RPM
10.71 AMP RATING

NOTE:
IR COMP & TORQUE trimmer pots must be re-calibrated using the
following calibration guide after the resistor is clipped.
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2 HP
1750 RPM
9.2 AMP RATING

1% HP
1750 RPM
7 AMP RATING

1HP
1750 RPM
5 AMP RATING

3/4 HP
1750 RPM
3.8 AMP RATING
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TORQUE IR COMP

USING 0.05 OHM

FEEDBACK RESISTOR
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TORQUE IR COMP
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TORQUE IR COMP

1/2 HP
11750 RPM

2.5 AMP RATING

/4 HP
11800 RPM
'1.3 AMP RATING

1/8 HP
1800 RPM
0.67 AMP RATING




